
VYHLÁSENIE  O PARAMETROCH  

č. 0078 – SK 

1. Jediﾐečﾐý ideﾐtifikačﾐý kﾙd typu výroHku: fischer skrutka do betónu ULTRACUT FBS II  

2. )aﾏýšľaﾐé použitie/použitia:    

Produkt Predpokladané použitie 

OIeľová kotva pre použitie v Hetﾙﾐe k 
upevﾐeﾐiu ťažkýIh systéﾏov 

K upevﾐeﾐiu a/aleHo podpore ﾐosﾐýIh HetﾙﾐovýIh prvkov aleHo ťažkýIh 
staveHﾐýIh častí ako oHkladov a stropov, pozri prílohu, najmä prílohy B 1  -  B 4 

 

3. Výrobca:  fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Nemecko  

4. Splnomocnený zástupca:  --  

5. Systém(-y) posudzovania a overovania nemennosti parametrov:   1  

6a. Harmonizovaná norma:  --- 

Notifikovaný(-é) subjekt(-y):   ---  

6b. Európsky hodnotiaci dokument:    ETAG 001; 2013-04 

    EAD 330011-00-0601; 2014-07 

Európske technické posúdenie:   ETA-15/0352; 2016-04-12 

Orgán technického posudzovania:  DIBt 

Notifikovaný(-é) subjekt(-y):   1343 – MPA Darmstadt 

7. Deklarované parametre:   

MeIhaniIká pevnosť a staHilita (BWR 1)  

Podstatný znak Výkon 

Charakteristické hodnoty únosnosti pre statické a kvázi-statické 

zaťažeﾐie 

Pozri prílohu, najmä prílohu C 1 

CharakteristiIká úﾐosﾐosť seizﾏiIkej odolﾐosti kategﾙrie Cヱ a C2 Pozri prílohu, najmä prílohu C 2 

Posuﾐy pre ťahové a šﾏykové zaťažeﾐie Pozri prílohu, najmä prílohu C 4 

 

Protipožiarna oIhrana (BWR 2) 

Podstatný znak Výkon 

ReakIia ﾐa oheň Hﾏoždiﾐka spĺňa požiadavky triedy A ヱ 

Odolﾐosť voči ohňu Pozri prílohu, oHzvlášť prílohu C 3 

 

8. Vhodﾐá teIhﾐiIká dokuﾏeﾐtáIia a/aleHo špeIifiIká teIhﾐiIká dokuﾏeﾐtáIia:   ---  

Uvedené parametre výrobku sú v zhode so súborom deklarovaných parametrov. Toto vyhlásenie o parametroch sa v súlade 

s ﾐariadeﾐíﾏ ふEÚぶ č. ンヰ5/ヲヰヱヱ vydáva ﾐa výhradﾐú zodpovedﾐosť uvedeﾐého výroHIu.  

Podpísal(-a) za a v mene výrobcu:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2016-04-19 

- Toto vyhlásenie o vlastnostiach bolo vyhotovené v rôznych jazykoch. V prípade, že dﾚjde k rozdielﾐeﾏu výkladu ﾏá  
aﾐgliIká verzia vždy predﾐosť.  

- Príloha oHsahuje doHrovoľﾐé a doplňujúIe iﾐforﾏáIie v aﾐgliIkoﾏ jazyku. Tieto vychádzajú zo zákonom stanovených 

požiadaviek ふjazykovo ﾐeutrálﾐyIhぶ  

 



Specific Part 

1 Technical description of the product 

 The fischer concrete screw ULTRACUT FBS II is an anchor made of hardened carbon steel of 
sizes 8, 10, 12 and 14. The anchor is screwed into a predrilled cylindrical drill hole. The special 
thread of the anchor cuts an internal thread into the member while setting. The anchorage is 
characterised by mechanical interlock in the special thread. 

The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance

Characteristic values for resistance for static and 
quasi-static loads

See Annex C 1

Characteristic resistance for seismic performance 
categories C1 and C2

See Annex C 2

Displacements for tension and shear loads See Annex C 4

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance

Reaction to fire Anchorages satisfy requirements for 
Class A1

Resistance to fire See Annex C 3

3.3 Safety in use (BWR 4) 
For Basic Works Requirement Safety in use the same criteria are valid as for Basic Works 
Requirement Mechanical resistance and stability.

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 001, April 2013, used as 
European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU) 
No 305/2011, and European Assessment Document EAD 330011-00-0601 the applicable 
European legal act is: [96/582/EC]. 

 The system to be applied is: 1 
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